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SENSOR AA 950.60

40.0040.00

DateApproved

2020-03-27

2020-03-27

5
6
.
6
9

5
6
.
6
9

54.51 54.51

S
E
N
S
O
R
 
O
D
 
5
6
1
.
3
4
±

0
.
5

S
E
N
S
O
R
 
A
A
 
5
3
8
.
6
0

3
5
.
8
6

4
7
.
8
0

4-
R5
.0
0

(5:1)

135

3
3

6-
∅3
.2
(通
孔
)

129

3

3

8

3
3

8

3

3

3

3

PIN

1

2

3

4

GNDIN

D-

VDD/5V

D+

5

GNDE

LNES 3.00±0.2

SCA 0.3±0.05

SENSOR 1.10±0.05

0.3±0.05

FPC Increased thickness 0.15MM

Gold fingerPI Enhanced T=0.2

C=0.3

 Total thickness：4.40±0.3

White silk screen

PI Enhanced T=0.2
PI+FPC=0.3±0.05

493.58±1.0

103.00±0.3
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Technical Spec:

1.COVER LENS : Physical strength tempered glass,Surface AG treatment,
( Gloss 60-100 )（ Transmittance≥85%）( Haze2-6% )
2.Interface : FPC  USB;
3.IC:EXC80H100；10 points touch.
4.Surface hardness≧7H;
5.Transmittance ≧ 85%;
6. Common tolerance ±0.8mm;
7. Follow RoHS standard;
8. Operating Temperature:-20℃~+70℃
9. Storage Temperature:-30℃~+80℃;

Define


