
SENSOR OD 974.00±0.5

SENSOR AA 950.60
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LENS 3.00±0.2

SCA 0.3±0.05
sensor

SENSOR 1.10±0.05

0.3±0.05

Gold fingerPI Enhanced T=0.2

C=0.3

TP Total thickness：6.70±0.3
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941.18 (TFT A.A)

946.20 (OPEN)

962.00±1 (TFT O.D)
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TFP:32.60

LOCA:0.60

TP+TFT:39.90±1

TFP:21.40

TP+TFT:28.70±1

SCA 0.3±0.05
(Shielding glass)

Shielding glass 2.00

Copper foil around

Glass corner

455.83±1.0
W 0.30

P 0.50

J3J2J1

PI Enhanced T=0.2
PI+FPC=0.3±0.05

493.58±1.0

103.00±0.3

30.50±0.1

7.25

27.50±0.1
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White silk screen

Technical Spec:

1.COVER LENS : Physical strength tempered glass,Surface AG treatment,
( Gloss 60-100 )（ Transmittance≥85%）( Haze2-6% )
2.Interface : FPC  USB;
3.IC:EXC80H100；
4.Surface hardness≧7H;
5.Transmittance ≧ 82%P ;
6. Common tolerance ±1.0mm;
7. Follow RoHS standard;
8. Operating Temperature:-20℃~+70℃
9. Storage Temperature:-30℃~+80℃;

Surface AG treatment

Silk screen printed
black color
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Brian
註解




